
JCM 220 Galvanized Compression Fittings

225 Insulating Adapter Gaskets

For adapting iron pipe size fittings to copper tube size. Also for insulation between dissimilar metals to
prevent galvanic corrosion.

220 GALVANIZED COMPRESSION COUPLINGS

JCM FITTINGS

NOM.
PIPE SIZE

(IN.)
PIPE O.D. 

(IN.)
CATALOG 
NUMBER

OVERALL 
LENGTH

(IN.)
CTN.
QTY.

CTN.
WT.

APPR.
WT.

EACH
(LBS.)

220 Compression 
Coupling

1/2
3/4
1

1-1/4
1-1/2

2

.840
1.050
1.315
1.660
1.900
2.375

220-0084-L
220-0105-L
220-0132-L
220-0166-L
220-0190-L
220-0238-L

4-1/8
4-1/4
4-1/2
4-3/4

5
5-1/4

12
12
12
12
12
12

11
14
19
23
28
40

.80
1.08
1.42
1.92
2.33
3.38

225 INSULATING ADAPTER GASKETS

NOMINAL PIPE SIZES CATALOG NUMBER

1/2 IP X 1/2 CT 225-0084-0063

3/4 IP X 3/4 CT 225-0105-0080

1 IP X 1 CT 225-0132-0113

1-1/4 IP X 1-1/4 CT 225-0166-0138

1-1/2 IP X 1-1/2 CT 225-0190-0163

2 IP X 2 CT 225-0238-0213




